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Scope 
 
This specification applies to any equipment which offers an interface 
that may be connected to public ADSL services in Botswana.  

 
Where terminal equipment supports more than one interface type, each 
interface must meet the requirements applicable to it. It may therefore 
be necessary to make reference to additional specifications.   

 
Equipment covered by this specification includes, but is not limited to 
the Analogue Leased Line interfaces of the following equipment types:  

 

¶ Modems  

¶ splitters   

 
 

Entry into force 
 
This specification shall enter into force on 01/12/12. 

 
 

Document History  
 
  

Description Status  Date 

First issue of type approval guidelines Draft 2005 

Second issues of type approval guidelines   Current 2007 

Third issue of type approval Revision 1  2012 

   

   

 
 
 
 

Safety and EMC requirements 
 

The following specifications shall be applied: 
 
TS0001:  Safety and EMC requirements of radio and 
telecommunications terminal equipment. 

 
 
 
 

Technical requirements 
 
The following specifications shall be applied.  
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ETSI ES 202 913 V1.1.2 (2003-09) 
Access and Terminals (AT); POTS requirements applicable to ADSL 
modems when connected to an analogue presented PSTN line 
 
ETSI TS 101 952-1-1 V1.1.1 (2004-12) 
Access network xDSL transmission filters; Part 1: ADSL splitters for 
European deployment; Sub-part 1: Generic specifications of the low 
pass part of DSL over POTS splitters including dedicated annexes for 
specific xDSL variants  
 
ETSI TS 101 952-1-2 V1.1.1 (2002-05)  
Access network xDSL transmission filters; Part 1: ADSL splitters for 
European deployment; Sub-part 2: Specification of the high pass part 
of ADSL/POTS splitters 
 
Where no issue or revision number is quoted along with the title of a 
technical specification, the latest published version should be used. 

 
Additional requirements  
  

ADSL equipment should not affect the performance of the analogue 
PSTN. Reference should also be made to BTA specification 
TS0024”Requirement for equipment connecting to the Analogue 
PSTN” in order to understand any additional requirements which apply. 

 
It is recommended that consideration should be given to the following 
document: 
 
ETSI TS 101 388 V1.3.1 (2002-05) 
Transmission and Multiplexing (TM); Access transmission systems on 
metallic access cables; Asymmetric Digital Subscriber Line (ADSL) - 
European specific requirements [ITU-T Recommendation G.992.1 
modified] 
 
ITU-T Recommendation G.992.2, Amendment 1 (03/2003) Splitterless 
asymmetric Digital Subscriber Line (ADSL) transceivers 
  

 
 
Obtaining Technical standards 

 
ETSI technical standards may be obtained free of charge for individual 
use from the ETSI web site. www.etsi.org 
 
 

http://www.etsi.org/

